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Saint-Gobain SEVA
43 rue du Pont de Fer
71105 Chalon-sur-Saône Cedex
 

Pour contacter vos commerciaux :
Zone Nord (Base Paris) : +33 (0) 6 80 06 87 15
Zone Sud-Est (Base Lyon) : +33 (0) 6 80 98 76 44
Zone Sud-Ouest (Base Bordeaux) : +33 (0) 6 08 66 54 38
Zone export : +33 (0) 6 74 93 34 27

sevax-contact-commercial@saint-gobain.com
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How to
  choose
   a spring  
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Balance
to find

between

What door ?
 • Width (m)
 • Height (m)
 • Mass (kg) 
 • Thickness (mm)
 • Material (wood, glass, metal, aluminium, PVC, steel...) 
 • Type dof door (thermal bridge breaks, full height, gaskets…)

Accessibity for persons with reduced mobility (PMR) ?
 • Handle effort

type of use ?
 • Type of passage (landing door, public place, emergency exit...)
 • Frecency of use (trafic intensity,...)
 • Fire break, flame errester, evacuation reute

What type of building ?
 • IGH (high rise building - stairwell air column)
 • ERP - Public building
 • Private property

What type of environment ?
 • Geographical situation (salty, sandy, humid, chlorinated, windy, cold & hot
     environment...)
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TSA 1-3 • • • • 107° • •
TSP 1-3 • • • • 107° • •
TSD A 1-3 • • • • 180° • •
Janus 3-5 • • • 180° • •
Minos 3-4 • • • 180° • •
BTWIST glass 3 • • 150°

BTWIST concealed 3 • • 150° • •

Li
te

l 
sp

rin
g Janus lintel 3-5 • • • • 180° • •

Lintel spring kit 2-4 • • • 130° • •

This tabl has table has been created to help you in your 
selection. Feel free to contact us for help. 
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 Open door hold
      Standard stop
         - No stop
           - 90°
           - 105°
      Contact us
           - 180°
           - 2 or 3 stop position
           - Special stop

 Opening
      from -180° to +180°
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TSD A

Janus+
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Closing speed 
    regulation from 180° to 0°

Open door hold

     - No stop
     - 90°
     - 105°
     - Special or several stop 
        on demand 
Opening 
    de -180° à +180°
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